
Q1: What is the size of the pro-
posed development? It will NOT disturb 

over an acre of land 

It will disturb 
over an acre 

of land 

A National Pollutant Dis-
charge Elimination Sys-
tem (NPDES) permit may 
be required through the 
Iowa Department of 
Natural Resources.  

IowaDNR.gov 

An erosion control plan will be required with a zoning or grading permit.  All ero-
sion control plans must meet the following general requirements: 

 Work should be staged—do not grade all at once. 

 Maintain natural vegetation. 

 Temporarily stabilize exposed/disturbed area if work will not restart for 2 weeks. 

 Permanently stabilize (revegetate) and restore topsoil on site to complete project. 

Please proceed to Question 2 and 3 to determine what additional requirements 
apply. 

You will need to follow Construction Site Standards: 

A stabilized construction entrance (not dirt) is required prior to work beginning. 

A concrete washout is required (Concrete has similar pH as bleach!). 

Q2: Does the site contain sensitive environmental features or could erosion from the site 
impact adjacent properties? See the Agricultural Conservation Planning Framework map (ACPF) map on 
Story County Board of Supervisors webpage under watershed planning for a map for sensitive features. 

NO my site DOES NOT contain sensitive en-
vironmental features and will not impact adjacent 
properties through erosion. 

 

Sensitive Areas Require-
ments do not apply. 

Proceed to Question 3 

Q3: Is there no existing, stabilized access and/ or w ill concrete be 
poured? 

YES my site contains sensitive environmental 
features and/or could impact adjacent properties 
through erosion. 

Use this following flow chart to determine if you will need an erosion control plan for your pro-
ject, and if so, what requirements apply to you. Detailed requirements can be found in the Sto-
ry County Land Development Regulations Section 88.05.  

Erosion Control Requirements  

NO YES 

You will need to meet the following Sensitive Areas Requirements: 

A buffer of up to 100 feet from environmentally sensitive areas may be required. 

Perimeter controls may be required 

Please proceed to Question 3 

 

Construction Site 
Standards do not apply 

Erosion control plans may be submitted along with a zoning or grading permit. Planning and Development staff will 
complete an inspection of erosion control practices as part of the foundation location inspection for a zoning permit 
or part of a grading permit inspection. 

https://www.iowadnr.gov/environmental-protection/water-quality/npdes-wastewater-permitting/current-npdes-permits
http://storycogis.maps.arcgis.com/apps/webappviewer/index.html?id=b0d42849af85472d87793e8adad0bc5d
http://library.amlegal.com/nxt/gateway.dll/Iowa/storycounty_ia/codeofordinancesofstorycountyiowa/chapter88landdevelopmentregulationsgener?f=templates$fn=default.htm$3.0$vid=amlegal:storycounty_ia$anc=JD_88.05

